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2.1.1 Nozzle. The nozzle shall be made of
nickel, nickel-plated stainless steel, quartz,
or borosilicate glass.

2.1.2 Sample Transfer Lines. The sample
transfer lines, if needed, shall be heat traced,
heavy walled TFE (Y2 in. OD with ¥ in. wall)
with connecting fittings that are capable of
forming leak-free, vacuum-tight connections
without using sealing greases. The line shall
be as short as possible and must be main-
tained at 120 °C.

2.1.1 Filter Support. Teflon or Teflon-
coated wire.

2.1.2 Condenser. Glass, coil type with
compatible fittings. A schematic diagram is
shown in Figure 23-2.

2.1.3 Water Bath. Thermostatically con-
trolled to maintain the gas temperature
exiting the condenser at <20 °C (68 °F').

2.1.4 Adsorbent Module. Glass container
to hold the solid adsorbent. A shematic dia-

Pt. 60, App. A-7, Meth. 23

gram is shown in Figure 23-2. Other physical
configurations of the resin trap/condenser as-
sembly are acceptable. The connecting fit-
tings shall form leak-free, vacuum tight
seals. No sealant greases shall be used in the
sampling train. A coarse glass frit is in-
cluded to retain the adsorbent.

2.2 Sample Recovery.

2.2.1 Fitting Caps. Ground glass, Teflon
tape, or aluminum foil (Section 2.2.6) to cap
off the sample exposed sections of the train.

2.2.2 Wash Bottles. Teflon, 500-ml.

2.2.3 Probe-Liner Probe-Nozzle, and Fil-
ter-Holder Brushes. Inert bristle brushes
with precleaned stainless steel or Teflon
handles. The probe brush shall have exten-
sions of stainless steel or Teflon, at least as
long as the probe. The brushes shall be prop-
erly sized and shaped to brush out the nozzle,
probe liner, and transfer line, if used.

485



		Superintendent of Documents
	2014-12-08T13:26:19-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




